MODEL 750-CT WITH THERMOSTAT

PARTS LIST
ITEM PART NUMBER QUANTITY
NO. STANDARD HD CHROME DESCRIPTION REQUIRED
1 2252 4101 Lower Housing Shell 1
27" 5622 Outlet Tube & Nut Assembly (Std.) (For Universal Unit) 1
2° 5621 Outlet Tube & Nut Assembly (Opt.) (For Upright Unit) 1
3 1886-8 4092-8 Inlet Check — Valve Assembly Complete (Std. #8 Orifice) 1
3A 5532-8 #8 Orifice 1
3 1886-6 4092-6 Inlet Check — Valve Assembly Complete (Opt. #6 Orifice) 1
3A 5532-6 #6 Orifice 1
3 1886-5 4092-5 Inlet Check — Valve Assembly Complete (Opt. #5 Orifice) 1
3A 55325 #5 Orifice 1
3 1886-4 4092-4 Inlet Check — Valve Assembly Complete (Opt. #4 Orifice) 1
3A 5532-4 #4 Qrifice 1
4 2188 4094 Outlet Check — Valve Assembly Complete 1
5" 5564 Pack Hold-Down Assembly (Std.) (For Universal Unit) 1
6 5554 Stud wiThermostat 1
7 5567 Pack Support Cup (For Universal Unit) 1
8 2236 Handle 1
9 2139 Spring 1
10 2146 Washer, Steel 2
LA 2145 Washer, Buna-N 1
5" 5555 Pack Hold-Down Assembly (Opt.) (For Upright Unit) 1
6 5554 Stud wiThermostat 1
8 2236 Handle 1
9 2139 Spring 1
10 2146 Washer, Steel 3
1 2145 Washer, Buna-N 1
12 2233 4096 Mounting Bracket Assembly (Std.) 1
13 2206 4097 Bracket (Std.) 2
14 2205 4098 Bracket Band 2
15 1826 Mounting Bracket Kit (Contains 8 Nuts & 8 Bolts) 1
12 3188 4002 Mounting Bracket Assembly (Opt.) (Short) 1
13 3046 4104 Bracket (Short) 2
14 2205 4098 Bracket Band 2
15 1826 Mounting Bracket Kit (Contains 8 Nuts & 8 Bolts) 1
16 3566 4105 Clamping Ring Assembly Complete 1
17 3564 5900 Clamp Screw 1
18 2680 4110 Cover (Std.) (For Universal Unit) 1
18 2254 4108 Cover (Opt.) (For Upright Unit) 1
19 2788 Cover Gasket (Std.) 1
19 4311 Cover Gasket (Opt. Cold Weather) 1
20 2322 4111 Drain Cock (Std.) 1
21 2322-1 2844-1 Drain Cock w/Hose Nipple (Opt.) 1
22 1141 4112 Drain Plug (Opt.) 1
23 1586 Washer, Aluminum (Inlet, Qutlet & Drain} 3
24 4783 Pack Support 1
25 2360 4113 Vent Plug Capscrew 3
26 2361 Washer, Aluminum (Vent Plug Seal) 3
5625 Luber-finer Thermostatic Decal 1
27 Replacement Element 1
2091 #750 Refining Pack
2122 #750 Imperial Dieselpak Il
3845 #750 Fleetpak

Assemblies in Bold Type at the head of a group contain the paris in the group.

*CAUTION: The 760-CT Thermostatic Pack Hold-Down Assembly along with the QOutlet Tube & Nut Assembly uses a 1/,4-20 thread and
cannot be interchanged with the 750-C parts that use a 11/,5-16 thread.

Update Kits LTTK55 (For Std. Units) & LTTC55 (For HD Chrome Units) are available to convert a Model 750-C unit to a Thermostatically
Controlled Model 750-CT unit.

Models & Specifications subject to change without notice.



